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Preventing Frozen Pipes 

facility and asset management 

Cold temperatures can reach areas of your facility 
that you cannot see or seldom visit, such as:  

 Crawl spaces; 
 Closets; 
 Enclosed spaces (e.g., attics, lofts, roof 

spaces); and  
 Isolated storage areas. 

 
Cold weather preparedness is important to help 
reduce potential interruptions and related losses 
resulting from cold temperatures. 

Domestic Water Piping 

In severe cold, water pipes have the potential to 
freeze and break. If safe to do so, make sure pipes 
that are located in isolated and/or poorly heated 
spaces are shut off and drained or protected with a 
supplemental heating source. 

Protect Your Fire Protection Sprinklers 

Fire protection sprinkler systems are dependent on 
the ability of water to flow freely when needed. 
Ensure that wet piping systems, which may be 
subject to cold temperatures, are sufficiently 
heated to prevent freezing. 

Severe cold weather can also delay the response 
time of the local fire department; therefore, it is 
imperative to properly maintain your fire 
protection systems. 

Lastly, if heating is lost in a building protected by 
wet sprinklers, it should be restored immediately. 
Only after exhausting all options to re-establish 
sufficient heat, sprinkler systems should be shut off 

and completely drained. If this is necessary, be sure 
to take appropriate precautions, including notifying 
local fire officials.  

Some prevention strategies to consider: 

 Properly insulate and/or provide approved 
heat tracing for water-filled pipes located in 
exterior walls or unheated spaces. 

 Drain any piping that is not required during 

the winter months, if possible 

 Maintain a minimum temperature of 40° F 
(4.4° C) in building areas with processes 
susceptible to freezing, wet-pipe sprinkler 
systems, fire pump houses and dry-pipe valve 
enclosures. 

 Ensure that anti-freeze sprinkler systems have 
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sufficient concentration (appropriate specific gravity readings) of antifreeze to withstand freezing 
weather. 

 Inspect dry systems to help ensure air settings are correct, air maintenance systems are in good 
operating condition, and any pipe closets are well insulated. If any heat tape or heating systems are 
being used, ensure that they are UL-listed for this specific purpose and are in good operating condition. 
Dry-pipe sprinkler systems low points and auxiliary drains should be opened and drained of any water 
or condensation. 

 Any branch lines on wet sprinkler systems exposed or subject to extreme cold weather should be 
insulated and heat traced. Electric heat tracing should be UL-listed for this specific purpose. 

 Fire pump test headers should be checked to ensure they have been properly drained. 

 Fire pump and dry-pipe sprinkler system equipment rooms should be checked routinely to ensure the 
heaters are in good operating condition. 

 The use of low temperature supervision can help to ensure rooms are being properly heated. 

 

### 

For more information: 
facilities@dioceseofcleveland.org 

Howard McKew is a registered engineer and president of Building Smart Software. Howie has a ton of experience to draw from 
the various industry jobs he's held and often writes about that experience in his columns in Engineered Systems 

Magazine. He is the author of 3-books, contributor to other author's books, lectures, and is an active member and Fellow in 
ASHRAE. 

 
www.buildingsmartsoftware.com 

hmckew@bss-consultant.com 

 
The links to third-party websites included in this article are meant for convenience only. The Diocese of Cleveland Facilities Services Corporation 

does not review or control these third-party websites and is not responsible for any third-party websites or any content of those sites. Inclusion of 
any linked website does not imply our approval or endorsement of the products, services, or opinions of the third-party website. Linking to any 
other site is at your own sole risk and the Diocese of Cleveland Facilities Services Corporation will not be responsible or liable for any damages 

associated with linking to the third-party websites or any subsequent links. 
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